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PRO  
SPECIFICATION SHEET   

 

GENERAL  

Top  layer    Thickness : 0 .6 mm  

Dimensions    Length: 1203  mm (47 - 3/8 inch)  

Width: 190  mm (7- 1/2 inch) 

    Thickness: 7.2  mm (9/32 inch)  

Core     High Density Fib reboard (HDF)  

Bevels   4 bevels  (4 x mini)   

Gloss     Super m att (3% +/ - 1)  

Structure    Brushed  

Backing     Real wood  

Density     90 0  kg/m³  

Weight/sqm    7.5 kg  

Connection system   Uniclic ®  

Installation    Floating  or glue - down (cf Mapei instructions on Parky website)  

Standard colours Natural Oak  premium , Natural Oak rustic light,  Ivory Oak  premium , Ivory Oak rustic 

light, Milk  Oak  premium , Silk  Oak  rustic light , Desert Oak premium, Sahara Oak 

premium, Burley Oak rustic light, Smoked Walnut premium  

 Other colo urs on demand  

 

PRODUCT COMPOSITION  

 

 

PACKAGING  

Box     11 boards -  surface 2.514 m² (27.06 sq.ft) -  gross weight 16.3 kg (35.9 lbs)  

Pallet     65 boxes -  surface 163.43 m² (1759 sq.ft) -   gross weight 1074 kg (2368 lbs)  
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TECHNICAL SPECIFICATIONS  

Domestic Usage Classification   23  

Commercial Usage Classification  31 

CE Certification     EN14342  

Warranty     Residential use: 15 years   

Light c ommercial use: 5 years  

Formaldehyde  Emission    E1 

PCP      PCP free  

Underfloor heatin g  High suitability, with a thermal resistance of 0 .0 53m²K/w  there is a  

minimal waste of energy  (cf instructions)  

Underfloor cooling    Suitable (cf instructions)  

Thermal resistance    0 .0 53m²K/W  

Thermal conducti vity   0 .14 W/mK   

Fire reaction & Smoke generation  C fl- s1 

Sustainability     PEFC certified (FSC®  certification  on demand)   

Maintenance     Weekly cleaning with  ‘Parky wood floor cleaner’  

 

Eurofins Product Testing  
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